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DCAM-API Property List for C10650

READ BEFORE USE

This document and the software sample codes are internal documents of Hamamatsu Photonics
K.K. (HPK) and are disclosed upon request in order to enable the user to create an application
using an HPK digital camera.

This document and the software sample codes are disclosed only for the purpose described above,
and does not constitute a license, transfer, or any other entitlement for the owner.

All of the risks and results of using software depending on this document remains with the user.

This document may include technical inaccuracies or typographical errors. HPK does not
guarantee any damages arising from such errors in this document.

HPK makes no commitment to update or keep current the information contained in this document.
All brand and product names are trademarks or registered trademarks of their respective owners.
HPK has copyright of this document with all rights reserved.

No part of this documentation may be reproduced, transmitted, transcribed, stored in aretrieval
system, or trandlated into any language or computer language, in any form, or by any means, in

any means, electronic, mechanical, magnetic, optical, chemical, manual or otherwise, without the
prior written permission of HPK.

2 HAMAMATSU
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INTRODUCTION

This manual describes about properties which camera supports. To refer the detail
explanation of each properties, please see "Property Reference”.
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DCAM-API Property List for C10650

PROPERTY LIST AND VALUES WHICH CAMERA
SUPPORTS

C10650
- X-Ray line sensor camera

C10650 Sensor mode

DCAM_IDPROP_COLORTYPE | RIO | MODE
| DCAMPROP_COLORTYPE__BW |

DC|AM IDPROP_BITSPERCHANNEL | R/(|) | LONG
12

DCAM_IDPROP_SENSORMODE | RW | MODE
DCAMPROP_SENSORMODE__AREA
DCAMPROP_SENSORMODE__TDI

DCAM_IDPROP_SENSORMODE_LINEBUNDLEHEIGHT [ RW [ LONG

| 1to 7000 |

C10650 Trigger

DCAM_IDPROP_TRIGGERSOURCE | RW | MODE

DCAMPROP_TRIGGERSOURCE__INTERNAL

DCAMPROP_TRIGGERSOURCE__EXTERNAL

DCAMPROP_TRIGGERSOURCE__SOFTWARE

DCAM_IDPROP_TRIGGER_MODE | RW | MODE

DCAMPROP_TRIGGER_MODE__ NORMAL

DCAMPROP_TRIGGER_MODE__START

DCAM_IDPROP_TRIGGERACTIVE | R'W | MODE
DCAMPROP_TRIGGERACTIVE__EDGE
DCAMPROP_TRIGGERACTIVE__SYNCREADOUT

DCAM_IDPROP_TRIGGERPOLARITY [ R'W | MODE

| DCAMPROP_TRIGGERPOLARITY__NEGATIVE |

DC|AM_IDPROP_TRIGGERTIMES | R/\T\I | LONG
1t02

DCAM_IDPROP_TRIGGERENABLE_ACTIVE [ R'W | MODE

DCAMPROP_TRIGGERENABLE_ACTIVE__ALWAYS

DCAMPROP_TRIGGERENABLE_ACTIVE__LEVEL

DCAMPROP_TRIGGERENABLE_ACTIVE__START

DCAM_IDPROP_TRIGGERENABLE_POLARITY [RIO [ MODE

| DCAMPROP_TRIGGERENABLE_POLARITY__NEGATIVE |

C10650 Timing control

DCAM_IDPROP_EXPOSURETIME | RIW | double, second
0.736 to 26.3 Binning 1x1
0.368 to 13.15 Binning 2x2

DCAM_IDPROP_INTERNALFRAMERATE

R/O | double, frame/sec

| 0.030637254 to 7.8125

DCAM_IDPROP_INTERNAL_FRAMEINTERVAL

R/O | double, second

| 0.128 to 32.64

DCAM_IDPROP_INTERNALLINERATE | RW [ double, line/sec

| 38.023 to 1358.696

DCAM_IDPROP_INTERNALLINESPEED R/W | double, m/sec

0.1t03.9 Binning 1x1

0.2t07.8 Binning 2x2
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C10650 Binning and ROI

DCAM_IDPROP_SUBARRAYMODE | RW | MODE
DCAMPROP_MODE__OFF
DCAMPROP_MODE__ON
DCAM_IDPROP_SUBARRAYHPOS | RW | LONG
8 to 3040 C10650-504
8 to 4608 C10650-505
DCAM_IDPROP_SUBARRAYHSIZE | RW [ LONG
0to 3032 C10650-504
0 to 4600 C10650-505
DCAM _IDPROP_BINNING | RW | MODE
[1t02
DCAM_IDPROP_BINNING_INDEPENDENT | R'W | MODE
DCAMPROP_MODE__OFF
DCAMPROP_MODE__ON
DC|AM_IDPROP_BINNING_HORZ | R/\TV | LONG
1t02
DCAM_IDPROP_BINNING_VERT [ RW [ LONG
[1t02 |
X-Ray line — ALU
DCAM_IDPROP_SUBTRACT | RW | MODE
DCAMPROP_MODE__OFF
DCAMPROP_MODE__ON
DC|AM IDPROP_SUBTRACTIMAGEMEMORY | R/\TV | MODE
0to31
DC|AM IDPROP_STORESUBTRACTIMAGETOMEMORY | W/|O | MODE
0to31
DCAM _IDPROP_SHADINGCORRECTION | RW | MODE
DCAMPROP_MODE__OFF
DCAMPROP_MODE__ON
DC|AM_IDPROP_SHADINGCALIBDATAMEMORY [ R/\TV [ MODE
0to 31
DC|AM_IDPROP_STORESHADINGCALIBDATATOMEMORY | W/|O | MODE
0to 31
DCAM_IDPROP_CAPTUREMODE | R'W | MODE

DCAMPROP_CAPTUREMODE__ NORMAL

DCAMPROP_CAPTUREMODE__ DARKCALIB

DCAMPROP_CAPTUREMODE__ SHADINGCALIB

DCAMPROP_CAPTUREMODE__ TAPGAINCALIB
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C10650 - Calibration and correction

DCAM_IDPROP_DARKCALIB_MAXIMUMINTENSITY [ RW [ LONG
| 0to 4095 |
DCAM_IDPROP_SHADINGCALIB_MINIMUMINTENSITY | RW [ LONG
| 0to 4095 |
DCAM_IDPROP_SHADINGCALIB_AVERAGEFRAMECOUNT | RW [ LONG
| 0to 1024 |
DCAM_IDPROP_SHADINGCALIB_STABLEFRAMECOUNT [ RW [ LONG
| 0to 100 |
DCAM_IDPROP_SHADINGCALIB_INTENSITYMAXIMUMERRORPER
CENTAGE RIW | LONG
| 0to 200 |
DCAM_IDPROP_SHADINGCALIB_METHOD | RW | MODE

DCAMPROP_SHADINGCALIB_METHOD__ AVERAGE

DCAMPROP_SHADINGCALIB_METHOD__ MAXIMUM

DCAMPROP_SHADINGCALIB_METHOD__ USETARGET

DCAM_IDPROP_SHADINGCALIB_TARGET | RW | LONG
| 0to 4095 |
DCAM_IDPROP_TAPCALIB_GAIN [ R'W | MODE [ARRAY]
| 0t0 63 |
DCAM_IDPROP_TAPGAINCALIB_METHOD | R'W | MODE

DCAMPROP_TAPGAINCALIB_METHOD__AVE

DCAMPROP_TAPGAINCALIB_METHOD__MIN

DCAMPROP_TAPGAINCALIB_METHOD__ MAX

DC|AM_IDPROP_TAPCALIB_BASEDATAMEMORY | R/\?V | MODE
0to 63
DC|AM IDPROP_TAPCALIBDATAMEMORY | W/|O | MODE
Oto3
DC|AM IDPROP_STORETAPCALIBDATATOMEMORY | R/\?V | MODE
0to 63
DCAM_IDPROP_NUMBEROF_TAPCALIB | RO [ LONG
| 0t0 63 |
DCAM_IDPROP_CALIBREGION_MODE | RW | MODE
DCAMPROP_MODE__ OFF
DCAMPROP_MODE__ON
DCAM_IDPROP_CALIBREGION HPOS | RW [ LONG [ARRAY]
0 to 3039 C10650-504
0 to 4607 C10650-505
DCAM_IDPROP_CALIBREGION_HSIZE | RW | LONG [ARRAY]
1to 3040 C10650-504
1 to 4608 C10650-505
DC|AM_IDPROP_NUMBEROF_CALIBREGION | R/\T\I | LONG
1t04
DCAM_IDPROP_MASKREGION_MODE | RW | MODE
DCAMPROP_MODE__ OFF
DCAMPROP MODE__ON
DCAM_IDPROP_MASKREGION_HPOS | RW | LONG [ARRAY]
0 to 3039 C10650-504
0 to 4607 C10650-505
DCAM_IDPROP_MASKREGION HSIZE | RW | LONG [ARRAY]
1 to 3040 C10650-504
1 to 4608 C10650-505
DC|AM IDPROP_NUMBEROF_MASKREGION | R/\?V | LONG
1to4
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C10650 - Calibration and correction(Continued)

DCAM_IDPROP_CAMERASTATUS_INTENSITY

| RIO

| MODE

DCAMPROP_CAMERASTATUS_INTENSITY__GOOD

DCAMPROP_CAMERASTATUS_INTENSITY__ TOODARK

DCAMPROP_CAMERASTATUS_INTENSITY__ TOOBRIGHT

DCAMPROP_CAMERASTATUS_INTENSITY__UNCARE

DCAM_IDPROP_CAMERASTATUS_INPUTTRIGGER

| RIO

| MODE

DCAMPROP_CAMERASTATUS_INPUTTRIGGER__GOOD

DCAMPROP_CAMERASTATUS_INPUTTRIGGER__NONE

DCAMPROP_CAMERASTATUS_INPUTTRIGGER__ TOOFREQUENT

DCAM_IDPROP_CAMERASTATUS_CALIBRATION

| RIO

| MODE

DCAMPROP_CAMERASTATUS_CALIBRATION__DONE

DCAMPROP_CAMERASTATUS_CALIBRATION__NOTYET

DCAMPROP_CAMERASTATUS_CALIBRATION__NOTRIGGER

DCAMPROP_CAMERASTATUS_CALIBRATION__ TOOFREQUENTTRIGGER

DCAMPROP_CAMERASTATUS_CALIBRATION__ OUTOFADJUSTABLERANGE

DCAMPROP_CAMERASTATUS_CALIBRATION__UNSUITABLETABLE

C10650 - Output intensity

DCAM_IDPROP_OUTPUT_INTENSITY | RW | MODE
DCAMPROP_OUTPUT_INTENSITY _NORMAL
DCAMPROP_OUTPUT_INTENSITY _TESTPATTERN

DCAM_IDPROP_TESTPATTERN_KIND | RW | MODE
DCAMPROP_TESTPATTERN KIND _FLAT
DCAMPROP_TESTPATTERN_KIND__HORZGRADATION
DCAMPROP_TESTPATTERN_KIND _IHORZGRADATION
DCAMPROP_TESTPATTERN_KIND__ VERTGRADATION
DCAMPROP_TESTPATTERN_KIND _IVERTGRADATION
DCAMPROP_TESTPATTERN_KIND__LINE
DCAMPROP_TESTPATTERN_KIND _DIAGONAL

DCAM_IDPROP_TESTPATTERN_OPTION | RW | MODE
| 0to 255

C10650 - Image information

DCAM_IDPROP_IMAGE_WIDTH | RW [ LONG
8 to 3040 C10650-504
8 to 4608 C10650-505

DCAM_IDPROP_IMAGE_HEIGHT | RW [ LONG
8 to 5518 C10650-504
8 to 3640 C10650-505

DCAM_IDPROP_IMAGE_ROWBYTES | RW | LONG
16 to 6080 C10650-504
16 to 9216 C10650-505

DCAM_IDPROP_IMAGE_FRAMEBYTES | RW | LONG
128 to 33549440 C10650-504
128 to 33546240 C10650-505
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